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LG Safe Pass

LG xin trân trọng giới thiệu tới quý khách hàngmột sản phẩm mới:

Bộ thiết bị quét dò thân nhiệt từ xa tự động mà LG Safe Pass

Đây là thiết bị thiết thực, giúp đo thân nhiệt người ra vào các cơ sở kinh doanh tự động mà không cần
bố trí nhân sự đứng gần dùng máy đo nhiệt độ trực tiếp vào trán khách hàng.

Việc này giúp tăng khả năng phòng ngừa lây lan dịch bệnh.
Giảm cảm giác khó chịu cho khách hàng.
Giảm chi phí bố trí nhân sự.

Các thiết bị đều có màn hình cảm biến vào có hệ điều hành Android cho phép cài đặt thêm các ứng
dụng hữu ích như:

Nhận diện khuônmặt (thay cho chấm công vân tay) (hoặc nhắc nhở người không đeo khẩu trang).
In số thứ tự xếp hàng.
Tra cứu dữ liệu tìm vị trí văn phòng trên màn hình chạm.
Check in điện tử: đăng ký ra vào văn phòng không cần gặp lễ tân.
Chiếu poster hoặc thông điệp quảng cáo (trên mành hình 29”).



2. LG Safe Pass Details (Model : 8KC5PJ-SG)

8” Touch LCD Display (Resolution: 800 x1280)

Hexa-core RK3399 Chip (Android OS)

WiFi / BT Support (M2M Network)

Interface (Output : USB, RS232, Wiegand)

제품사양 RGB & IR Camera :  2 Million Pixels

Thermal Sensor

Status Light

Adjustable

Compact

Adjustable Height

(1130mm – 1539mm)

8 Inch Touch Screen

RGB Camera

Infrared Camera

130mm

270mm

409mm

305mm
340mm

Specification

with 8” Display
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2. LG Safe Pass Details (Model : 8KC5PJ-SG) with 8” Display



2. LG Safe Pass Details (Model : 8KC5PJ-SG) with 8” Display



2. LG Safe Pass Details (Model : 29KC5P2J-WG)

Features

29” LG Touch LCD Stretch Display

(Resolution: 1920 x 540)

Thermal Sensing with HL365™ AI

Digital Information Display (Ad/Promotion)

Face Recognition (Access Control)

AI Voice Assistant (Speaker Tracking)

Smart Order Kiosk (Touch Order)

Portable Power Station

Quad-Core RK3288 Chip for Android OS

WiFi Mobile Connectivity

Interface

Output : USB-C, OTG, Micro HDMI

Specification
Thermal Sensor

Thermal Image Zone

PASS / STOP Guide

Advertisement Zone

Side LED Status Light

Height Extension

Thermal Sensor

with 29” Display
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3. Usage Scene

Restaurant Office reception Café / QSR Convenience Store

Corporate building School Factory (Line Entrance) Logistics (Loading Zone)
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4. References

DMM.make (JP)Hitachi Central Lab (JP) HLDS HZ Factory (CN)

DF Logistics (CN) Xinjin City Police (CN) LG Chemical GZ Factory (CN)LG Japan (JP)

Hitachi Information Biz Group (JP)

Japan / China
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4. References

POSCO ICT LG Gasan Digital Center

Paul Hospital (Incheon) Wonil Fitness Club KSM Co, Ltd. Silicon Works

Korea
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